QUALITY
Product Definition
Gauge

No. of Tufts

Pile Fibre

Pile Weight

Pile Height
Primary Backing
Tile Backing

Total Thickness
Total Weight

Tile Size

Tiles per box

Use Classification
Abrasion
Vettermann Test
Dimensional Stability
Thermal Isolation

1SO 2424

101763
1SO 2424
1SO 8543

101765
1SO 2424

101765
1SO 8543
EN 986

EN1307

1SO 10361
1SO 10361

MALAGA Serisi

Tufted Loop Pile

110

+177750/m? (-7.5% . +10%) 100%
Polypropylene

660 gr/m? £5% (+10 oz/yd2)

30 mm + 5%

PA/PES non-woven

Polyflex non-woven fabric

6.0 mm 5%

3800 gr/m? + 7,5% (+ 109 oz/yd2)
50 x50 cm (19.7x19.7")

20

Contract Class 32

Pass

Pass

Pass

ELEKTROSTATIC PROPERTIES

Static Loading 1SO 2424 Anti-static
Flame Properties

Reaction to Fire 1501763

Hot Metal Nut Test EN130501-1 Cfl-s1
COLOUR FASTNESS PROPERTIES

Light 150105802 5.0
Rubbing, Dry 1SO 105 X12  >4.0
Rubbing, Wet

Shampoo

Water 1S0 10501 >4.0
GENERAL
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